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Our Company

Meister Strömungstechnik GmbH is since more than 20 years a worldwide operating 

manufacturer in the field of flow measurement technology.

Activities of the company are the development, manufacturing and distribution of 

instruments for the measurement and monitoring of liquids and gases.

The scope of products ranges from simple monitoring units up to precise flowmeters. 

Different techniques are utilized, as there are float-principle, paddle, magnetic-inductive, 

turbine, rotating piston and impeller.

The superior qualification of the staff warrants a competent advisory. Customer requirements 

can be realized fast and reliable due to modern CNC-production.

Further support innovative new and further developments our aim to improve on the 

fulfilment of customer requirements.

We are eager to improve our products continuously, this through thorough analysis of the 

market, stable customer contacts and continuous evaluation of customer informations.

The certification to DIN EN ISO 9001:2000 warrants highest quality. On request, our 

products are available with  UL/CSA-approval and EX-version to ATEX.
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01 01 01

- burnt in scale

- sturdy construction

- any orientation

- wide measuring range

- sturdy construction

- burnt in scale

- burnt in scale

- sturdy construction

- any orientation

- wide measuring range

- sturdy construction

- any orientation

- wide measuring range

- sturdy construction

- burnt in scale

RVO/U

DWG-L RVO/U-L

DUGDWG

- high accuracy

- simple installation

- low pressure drop

2100, 2150,

2300, 2340
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0201

- wide measuring range

- sturdy construction

- high operating pressure

- wide switch range

- sturdy construction

- high operating pressure

- wide switch range

- sturdy construction

- high operating pressure

- wide measuring range

- sturdy construction

- any orientation

DWM/A-L

DWM DWM-L DUM/A

- high accuracy

- high chemical resistance

- low pressure drop

6001, 6002

- wide measuring range

- sturdy construction

- high operating pressure

DWM/A
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020202

- compact construction

- any orientation

- high operating pressure

- compact construction

- any orientation

- high operating pressure

- high switch accuracy

- high compressive strength

- hose connection

RVM/U RVM/U-L RVM/U-S4

- high accuracy

- small overall length

- low pressure drop

M-21

- analog output

- sturdy construction

- high operating pressure

- wide switch range

- sturdy construction

- any orientation

DUM/TADUM
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- low switch point

  at high flowrates

- high operating pressure

RVM/UM

- compact construction

- any orientation

- high operating pressure

RMU

- high accuracy

- sturdy construction

- large nominal sizes

SC-250

- viscosity compensated

- sturdy construction

- special liquids possible

DKG

- viscosity compensated

- sturdy construction

- high operating pressure

DKM/A

- viscosity compensated

- wide measuring range

- high operating pressure

DKME/A
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04 04 04

- viscosity compensated

- sturdy construction

- high operating pressure

- viscosity compensated

- wide switch range

- high operating pressure

- viscosity compensated

- analog output

- high operating pressure

DKM DKMEDKM/TA

- high accuracy

- good readability

- PMMA

- high accuracy

- good readability

- PVC-U / PA / PSU / PVDF

- high accuracy

- good readability

- PVC-U / PA / PSU / PVDF

KM 10, KM 11,

KM 12, KM13

KM 16, KM 17,

KM 18, KM 20

KM 35
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DIGA-2, DIGA-4 DHGF-10 DIGA-10

RVP/U DHGF-2, DHGF-4 DHSF-2, DHSF-4

- high accuracy

- high chemical resistance

- analog output

- high accuracy

- high chemical resistance

- any orientation

- high accuracy

- high chemical resistance

- analog output

- any orientation

- high reliability

- for demi-water

- high accuracy

- high chemical resistance

- any orientation

- high accuracy

- any orientation

- hose connection
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DHTF-1SE DHTF-2DHTF-1

- limit value monitoring

- frequency divider

- relay output

- mounting via T-piece

- high accuracy

- threaded connection

- PP-version

- high accuracy

- mounting via T-piece

- PP-version

- limit value monitoring

- frequency divider

- relay output

- high accuracy

- high reliability

- any orientation

- mounting via T-piece

- any orientation

- high reliability

- threaded connection

DHTF-2SE DHTA-1SE

DHTA-2SE

FRA
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FAB KAA

- wide measuring range

- high accuracy

- sturdy brass version

- wide measuring range

- high accuracy

- plastic version

- any orientation

- high reliability

- threaded connection

TD...-25.../MSTD...-15.../PPO

FAA

- wide measuring range

- high accuracy

- PP-version

TD...-25.../PP

- any orientation

- for high temperatures

- threaded connection

- wide indicating range

- for high temperatures

- threaded connection
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06

05 06

- wide measuring range

- high accuracy

- sturdy brass version

- low sensitivity to dirt

- high switch rating

- low pressure drop

- low sensitivity to dirt

- low pressure drop

- threaded connection

- low sensitivity to dirt

- low pressure drop

- threaded connection

- low sensitivity to dirt

- high switch rating

- low pressure drop

target-disc-flowmeter

- high reliability

- suitable for high temperatures

- sandwich mounting

TD...-40.../MS SPM

SPKM SPKR

SPM-L

DP-65

1 - 8 m/s
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rotating piston

- high accuracy

- easy cleaning

- for high viscosities

COVOL

- magnetic - inductive

- no moving parts

- high chemical resistance

- low pressure drop

FLOMID FX

FLOMID MX/MCX

- easy installation

- high accuracy

- maintenance free

DMI-V1E

- easy installation

- high accuracy

- maintenance free

DMI-V2E

- ultrasonic

- wide measuring range

- integrated up-/down-stream

  section

- threaded connection

UDMS SKT

- calorimetric

- simply programmable

- maintenance free

- mounting via T-Piece

4 - 20 mA 4 - 20 mA

4 - 20 mA
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LD-61

- good readability

- flange connection

- options: switch contacts,

analog transmitter

LT-10 / LTL-10
LT-14 / LTL-14

LE-70 / LE-71
LEM-70 / LEM-71

- flange or threaded

connection

- high chemical resistance

- flange or threaded

connection

- high chemical resistance

LC-30 / LC-31
LCM-11 / LCM-12

LC-40

- flange connection

- high chemical resistance

- high temperature resistance

LP-80 / LP-81

- flange connection

- high chemical resistance

- high temperature resistance

- threaded connection

- no moving parts

- maintenance free
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flow limiter

- high reliability

- threaded connection

BA, BB, BC

analog transmitter

- current / voltage output

- large temperature range

ATD

analog transmitter

- current / voltage output

- switch output

ATD-2

contact protection relay

KSR

counter & tachometer CUB 5

pulse counter CUB 7

scalable pulse counter

CUB 7 P

- compatible with COVOL

- monitoring / totalizing / dosing

- potential-free relay output

MC-01, MT-02,

Cl-420, DFD-2

CUB 5, CUB 7,
CUB 7P
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13 13 13

block valve

- incorporated needle valve

- manifold up to 12 units

VSB

needle valve

- for high temperatures

- high compressive strength

- threaded connection

NV

strainer

- for high temperatures

- high compressive strength

- easy cleaning

SF, SFD, SFM

counter & tachometer PAX I

digital display PAX D

PAX I, PAX D

frequency to analog converter

IFMA

rpm-monitor IFMR

IFMA, IFMR

tachometer DITAK 7

process controller P 48

Electronic
Components



Employed Metals

Material-No. Designation DIN AISI / SAE

Brass

2.0401 CuZn 39 Pb 3 17660

2.0402 CuZn 40 Pb 2 17660

Steel (quality steel, plain)

1.0038 S235 JRG2 / RSt 37-2 EN 10025;  EN 10250-2;  2393-2;  2394-2;  5512-1;  17121 A 570 Gr. 36

1.0460 C22 G2 / C22.8 EN 10273,  17243

Stainless Steel (alloy, non corrosive steel)

1.4301 X5 CrNi 18-10 EN 10028-7;  EN 10088-1; -2; -3;  EN 10222-5;  

EN 10250-4;  4133;  5512-3; 

17440;  -441;  -442;  -455;  -456;  -457;  -458;

E EN 10216-5;  E EN 10217-7;

E EN 10269;   E EN 10272

304

304 H

1.4305 X8 CrNiS 18-9 EN 10088-1; -2; -3;  17440;  -442 303

1.4310 X10 CrNi 18-8

(X12 CrNi 17 7)

EN 10088-1; -2; -3;  17224;  E EN 10151;  E EN 10270-3 301

1.4401 X5 CrNiMo 17 12 2 EN 10028-7;  EN 10088-1; -2; -3;  EN 10222-5;

EN 10250-4;  EN 10269; 1654-5;  5512-3;  (8566-2); 

17224;  -440;  -441;  -442;  -455,  -456;  -457;  -458; 

E EN 10216-5;  E EN 10217-7;  E EN 10270-3;

E EN 10272

316

1.4404 X2 CrNiMo 17-12-2

X2 CrNiMo 17 13 2

EN 10028-7;  EN 10088-1; -2; -3;  E EN 10222-5; 

EN 10250-4;  EN 10269;  17440;  -441;  -455;  -456;  -457; -458;  

E EN 10216-5;  E EN 10217-7;  E EN 10272

316 L

1.4436 X3 CrNiMo 17-13-3

(X5 CrNiMo 17 13 3)

EN 10028-7;  EN 10088-1; -2; -3;  E EN 10222-5; 

EN 10250-4;  17440;  -441;  -455;  -456;  -457;  -458;

E EN 10216-5;  E EN 10217-7;  E EN 10272

316

1.4571 X6 CrNiMoTi 17-13-2 EN 10028-7;  EN 10088-1; -2; -3;  E EN 10222-5; 

EN 10250-4;  1654-5;  4133;  5512-3;  17440;  -441;

-455;  -456;  -457;  -458;  E EN 10216-5;  E EN 10217-7;

E EN 10272

316 Ti

No guaranty for completeness



Registered Trademarks

Akulon® registered Trademark of 

Royal DSM

Celanex®, Hostaform® registered Trademarks of

Ticona

Corepoint®, NIVAPOINT® registered Trademarks of 

Schneider-Hegi AG

Delrin®, Teflon®, Viton® registered Trademarks of 

Du Pont

Duran® registered Trademark of 

Schott

Grivory® registered Trademark of 

EMS-Chemie Holding AG

Hastelloy® registered Trademark of 

Haynes International

Makrolon®, Perbunan® registered Trademarks of 

Bayer AG

Noryl®, ULTEM® registered Trademarks of 

General Electric Company

Pyrex® registered Trademark of 

Corning Incorporated



Test Certificates

Flow and pressure test certificates

will be issued on request.

Acceptance test certificates

Declaration of compliance with the order

according to EN 10 204* / 2.1

Test report according to EN 10 204 / 2.2

Inspection certificate according to EN 10 204 / 3.1.B **

* The German edition of EN 10 204 has been 

published as DIN 50 049 (date of issue 04/92)

** for stainless steel instruments

ATEX

Directive 94/9/EG

Type-test certificate

PTB 03 ATEX 2154X

II 2 G EEx m II T6

II 2 D IP67 T80°C
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