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Metric	 A	 B	 C	 C1	 C2	 D	 E	 E1	 E3	 G	 H	 L	 N	 O	 R	 S 
Imperial

100mm	 57,50	 41,00	 133,00	 66,50	 56,50	 114,00	 58,00	 60,70	 43,50	 100,00	 88,00	 25,00	 30,00	 4,80	 50,00 
4”	 2,26	 1,61	 5,24	 2,62	 2,22	 4,49	 2,28	 2,39	 1,71	 3,94	 3,46	 0,98	 1.18	 0,19	 1,96

150mm	 84,00	 41,00	 180,00			   162,00	 58,00	 61,70	 44,50	 144,40	 110,00	 27.00	 30,00	 5,80		  100,00 
6”	 3,31	 1,61	 7,09			   6,38	 2,28	 2,43	 1,75	 5,69	 4,33	 1,06	 1,18	 0,23		  3,94

Nominal 
size	 Dimensions  

The PBZ gauge has the same features and internals as the PBB 
stainless steel gauge, but offers the additional benefits of colour 
codification and economical pricing.

The innovative polybutyleneterephthalate (P.B.T.) case is 
injection moulded to form a reinforced, high impact, UV 
resistant case which will not fade in colour or break down 
in most corrosive environments.

Safety is always a key issue in industrial applications. The 
use of either international or in-house colour codification 
rules to identify gauge materials, range, process fluids and 
location can help to improve plant management and avoid 
unsafe conditions.

Case 
P.B.T.  Polybutyleneterephthalate - colour coded

Bezel	  	  
P.B.T.  Polybutyleneterephthalate - colour coded

Blow-Out Disc 
Top blow out (compensating optional)

Configuration 
A  B  D* 
(*centre-back connection - available in brass only)

Mountings
Direct, surface or panel mounting

Nominal Sizes  
mm	 100	 150 
lmp	 4”	 6”

Nett Mass 
		  100mm	 150mm 
Dry		  456g	 737g 
Glycerine filled	 706g	 1 593g


